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LOOKING EAST AT TURN AROUND
IH 35 SB FRONTAGE ROAD CLEARANCE AT UNDER PASS - 15 ' 1"
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LOOKING WEST AT TURN AROUND
IH 35 NB MAINLANE CLEARANCE AT UNDER PASS - 15 ' 1"
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15 FT 1 IN
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LOOKING EAST AT TURN AROUND AND IH 35 NB FRONTAGE ROAD EXISTING INTERSECTION
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EXISTING BRIDGE ON SAN MARCOS RIVER AT NB FRONTAGE ROAD 
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PROPOSED BRIDGE ON SAN MARCOS RIVER AT NB FRONTAGE ROAD WILL BE RAISED BY APPROX 17'
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PROPOSED RETAINING WALL
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PROPOSED NB FRONTAGE ROAD AT TURN AROUND WILL BE RAISED BY APPROX 13'
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HORIZONTAL DISTANCE BETWEEN NB MAINLANE AND NB FRONTAGE ROAD IS APPROX 65'. THERE IS NOT ENOUGH HORIZONTAL SEPARATION TO GAIN 13' OF ELEVATION SO THAT TURN AROUND CAN BE TIED BACK TO THE PROPOSED NB FRONTAGE ROAD PROFILE.





